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FLUSH TYPE TOILET PARTITIONS 

Through advance engineering design and maximum production efficiency, we offer 
toilet partitions of quality workmanship and construction at economies that permit their 
use for every application. 



INSTALLATION 

Forty-five years of experience with the building trades have acquainted us with 
their problems, and for this reason, we have stressed in our design the simplicity of installa- 
tion. The installation of our panels is just a matter of putting the right pieces in the proper 
places. All panels have already been assembled at the factory to assure proper alignment. 
It will be noted in the installation instruction sheets that uneven walls and floor lines have 
been taken into consideration and a simple method of correction is clearly explained. Erec- 
tion drawings and instructions accompany each shipment. 



Walter C. Williams Co. 



Type "A" 




Description 



Specification 

All Toilet partitions shall be Williams 'Type "A" 
floor supported (or ceiling hung) as manufactured by 
Walter C. Williams Company. 

Toilet Partitions metal construction with rigid 
reinforced cleated sealed joints to assure permanent 
alignment of wall brackets and hinges. Each panel (A) 
to be 1" thick and to have laminated corrugated fiber 
board liner as a sound deadening agent. Each panel to be 
Duridene* treated prior to any painted finish, either 
primed or baked enamel, as specified hereafter. Panels, 
doors and stiles to be of furniture steel and to be 20 U. S. 
standard gauge. Center stiles between doors to be 
9Vi" wide to give proper stability and to be secured 
to the floor (or ceiling) with bolts and steel expan- 
sion shields. Hinges (B) to have exterior tension adjust- 
ment. All wall brackets to be so constructed so as to 
allow panels to be flush with wall surfaces and provided 
with necessary screws, and lead expansion shields. 

Finish 

Baked urea synthetic enamel or prime coated. 
Standard colors: Grey, brown, or green. 

Type "A" also available in 18-8 type 302 No. 4 
polished finish stainless steel, or No. 35 monel metal, 
or 3SV2 H or 2SV2 H aluminum. 

* American Chemical Paint Co. 



Williams Type "A" floor 
supported flush steel toilet par- 
titions enhance the appearance 
of an installation due to the 
elimination of posts and head- 
rails. The use of wide stiles and 
rigid wall bracing assure stabil- 
ity. This type may also be ceiling 
hung. 



-« 



i I 




Type "B 



Less Doors 

Description 

Williams type "B" flush steel 
toilet partitions provide an attractive, 
economical installation employing 
headrail and posts for rigidity and 
utilizing smooth flush panels internally 
insulated for sound dampening. 



HARDWARE 

Specification 



Hinge — WC 472275 gravity pivot type, 
polished brass, chromium plated. 



Bolt— W 1236 K Slide type, polished 
brass, chromium plated. 



Striker — W 1245 Broad rubber sur- 
faced bumper type, polished brass, 
chromium plated. 

Door Pull — W 2131, polished brass, 
chromium plated. 



Type «B" 



Description 



Williams type "B" flush steel toilet 
partitions provide an attractive, economical 
installation employing headrail and posts 
for rigidity and utilizing smooth flush 
panels internally insulated for sound damp- 
ening. 



Specification 



All toilet partitions shall be Wil- 
liams Type "B" flush steel toilet 
partitions as manufactured by Walter 
C. Williams Company. 

Toilet partitions metal constructed 
with rigid reinforced cleated sealed 
joints to assure permanent alignment 
of wall brackets and hinges. Each 
panel (A) to be 1" thick and to have 
laminated corrugated fiber board liner 
as a sound deadening agent. Each panel 
to be Duridene* treated prior to any 
painted finish, either primed or baked 
enamel, as specified hereafter. Panels 
(B) and doors (C) to be of furniture 
steel and be 20 U. S. standard gauge. 
Hinges (D) shall be single or double 
acting. All wall brackets to be so con- 
structed so as to allow panels to be flush 
with wall surfaces and provided with 
necessary screws, and lead expansion 
shields. Headrails and posts to be W*" 
square with cast aluminum fittings. 
Other fittings furnished when specified. 
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* American Chemical Paint Co. 




Type "C" 



Description 



Williams "Packaged" toilet partitions 



for single or mulitiple installation, individ- 



ually packaged with all parts for complete 



assembly. 



Specification 

All toilet partitions shall be Williams 
Type "C" package unit, as manufac- 
tured by Walter C. Williams Co. 

Toilet partitions to be constructed 
of 20 U. S. Standard gauge wall panels 
with 16 U. S. standard gauge base 
panel, and provided with concealed 
hinges (D), integral pressed door pull, 
coat hook, paper holder, and necessary 
mounting and assembly screws, bolts 
and expansion shields. 

Dimensions— A- 3 /*", B-42", C-30". 
E — Filler strip for multiple installa- 
tions. Height— 78". Door— 24" x 48" 

Color — Green 
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Access Panels 




Access Panels or doors constructed of all steel 
and prime painted frames to be 16 U. S. Standard 
gauge, and doors 14 U. S. Standard gauge. Access 
panels regularly furnished with screw-driver slot catch. 
Cylinder lock available upon request. 



Dimensions 



BCD 

11 8 8 

15 12 12 

23 20 12 

17 14 14 

27 24 18 

39 36 24 

19 16 12 

23 20 16 

21 18 12 

27 24 12 

27 24 24 

39 36 30 
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Other Products 

The following is a partial list of o her products manufactured by Walter C. 
Williams Company: 

Custom built steel galvanized, stainless steel and monel metal scullery sinks, 
service sinks, and laundry trays. 

Arm and leg baths, stainless steel. 

Stainless steel drainboards for use with hospital plumbing vitreous or enamel 

sinks. 

Stainless steel shelving for use over scrub-up sinks, wash rooms, etc. 

Steel warehouse type shelving. 

Special Marine metal plumbing items. 



Manufacturer reserves the right to modify and improve all products at his discretion, consistant with good quality and 
workmanship. 
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